




258R Series Tractors

Give productivity more weight.
Correct ballasting maximises performance in the Þ eld. 
Too little weight applied to the tyres will result in slippage. 
And, if tractor power increases, tractor ballast should 
increase as well. Simply put: you must have the correct 
weight on your front and rear axles.

Words to the wise:
■  A tractor correctly ballasted for a given type of 

implement has the correct total weight distribution.
■  Where you apply ballast depends on the type of 

implement being used and the Þ eld travel speed.
■  Liquid ballast should only be used in tyres when other 

ballast options are not available.

See your John Deere dealer for the advice and weights you 
need to optimise your tractor�s performance.

The 8R Series tractor is suited for 
900 kg, 1150 kg monster weights 
and for the 50 kg suitcase weights 
for quick ballast changes.

Removable rear wheel weights are 
available in 75, 205 and 645 kg sizes 
to help you better manage tractor 
ballast.

Choose the correct ballast: light 
for PTO and transport, heavier for 
optimum in-Þ eld performance.
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Introducing the new 8RT.
New comfort, traction and productivity.

Another John Deere �power�, is the power of choice. That�s why we also offer 
the amazing ß otation and ground-gripping traction of the new 8RT Series 
tractors. As a result, you can go to work earlier and stay longer in Þ elds that 
would be too damp for wheeled tractors.
There�s never been a tracked tractor like the 8RT! We�ve improved the perform-
ance, the cab, the suspension, the hydraulics, the ballast scheme, the track 
tensioning and the surface grip. So now the 8RT Series provides:
■  The unmatched comfort of the enhanced CommandView II cab with 

CommandArm controls.
■  A smoother and faster ride (up to 40 km/h on the road!) thanks to a single air 

cushion suspension system often featured on the best-built lorries.
■  The longest wheelbase with 2515 mm in the industry for more traction, 

better pulling ability, greater efÞ ciency and a smoother ride.
■  Exceptionally rugged engineering thanks to a walking beam with centre pivot 

levelling system, increased friction drive capabilities, a new inline tension arm 
and an improved alignment mechanism that virtually eliminates belt derailing.

■  Two different drive-wheels and mid-rollers for each belt option to ensure less 
compaction, more traction*.

■  The front idler with 950 mm diameter as used on the 9030 Series track for 
reduced track wear and the ballasting beneÞ ts of the 8R Series.

■ A standard 63 cm3 hydraulic pump and an optional 85 cm3 hydraulic pump.
■  A new inboard planetary with an axle housing inspired by the 8R Series.
■  A new IPM capability that provides up to 35 more horsepower during PTO and 

transport applications.

*Wide drive wheel and mid-roller standard for UK and Ireland.

8R Series Tractors: 8RT Track Tractors
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Now available with 
AutoPowr transmission!
You�ll have to go far aÞ eld to Þ nd another 
tracked tractor that comes close to the 
performance and ß exibility of the 8RT Series 
tractors. This is clearly demonstrated by its 
choice of transmissions � each of which is 
perfectly suited for your farming business.

The automatic and Þ eld-proven 16-Speed 
PowerShift transmission saves fuel under 
varying load conditions. And only the 8RT 
Series tractor offers AutoPowr transmis-
sion: the incredible InÞ nitely Variable Trans-
mission (IVT) with right-hand reverser.

AutoPowr advantages include:
■  Consistent performance at reduced 

engine speeds for improved fuel 
economy. 

■  An unlimited range of operating speeds 
between 0.05 to 40 km/h.

■ Smooth, seamless speed changes.
■  Stopping without declutching and 

reliable parking regardless of load or 
incline.

8R Series Tractors

No matter how extreme the working 
conditions, one of our Camoplast 
(DURABILT 3500 & 5500) track belts 
will provide the contact patch that 
is best suited for the job. The belts 
are available in the sizes: 400, 450, 
600, 625 or 760 mm.

The 254 mm longer wheelbase also adds a new dimension in performance, 
stability and comfort and iat 2515 mm is the longest in the industry.

Choose your preferred working mode. The AutoPowr 
transmission maximises performance whilst 
minimising fuel consumption.

A new levelling system, a unique air-cushion and a 
highly responsive position sensor ensure outstanding 
comfort and versatility.

Perfect ballast, the 9.0 L PowerTech 
Plus engine and the AutoPowr 
transmission make it easy to �track� 
down the road at 40 km/h.
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Service with a smile: your own!
The 8R Series provides instant access to all critical functions 
and parts for fast and easy daily service.
■  Service points are reached from ground level.
■  Sight glasses are built into most ß uid cases.
■  Fluid Þ ll ports and grease points are within easy reach.

The engine air, the cab fresh air and the recirculation Þ lters 
are inspected and changed without tools. Maintenance-free 
bushings, bearings and drive shafts are incorporated wherever 
possible.

Save costs. Save effort.
Your John Deere dealer will keep your 8R Series tractor running 
in top condition. He provides Service ADVISOR diagnostics for 
fast and reliable inspections. He uses only the best quality: 
John Deere parts. And he works with experts you can trust: 
John Deere trained service technicians.

Operator and owner friendly:
■  Easy maintenance and access
■  Extended oil service intervals
■  High reliability and low costs
■  High quality of JD original parts

8R Series Tractors: Maintenance

Changing the cab Þ lter is easy
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Something 
special.
John Deere collection can 
be purchased online or at 
your local dealership. Sample 
items include:

 [ 5 ] Contrast Cap MCJ099357000
 [ 6 ] T-Shirt �Basic�  size S MCO590002240
  � M 2241 � L 2242 � XL 2243 � XXL 2244
[ 7 ] Challenger Overall size XS MCS103932082

 S 2083 � M 2084 � L 2085 � XL 2086 � XXL 2087 � XXXL 2088
[ 8 ] Radio-Controlled John Deere 8430T Tracked Tractor
 EU adaptor MCU676200000
 UK adaptor MCU676300000

 [ 5 ]  

 [ 7 ]   [ 6 ]  

 [ 8 ]  

 [ 1 ] 1150 kg Monster Weight
 [ 2 ] Insulated Coolbox
 [ 3 ] Plug
 [ 4 ] Monitor mounting bracket

 [ 3 ]   [ 4 ]  

 [ 1 ]   [ 2 ]  John Deere lubricants: 
Liquid high tech.
Our lubricants ensure optimum performance plus 
long lasting protection. And they�re developed by 
the company that knows your equipment best: 
John Deere. 

John Deere attachments: 
do more work with less effort.
You spend a lot of time in your tractor. So naturally, you 
want it to be equipped for maximum comfort and pro-
ductivity. For a comprehensive attachments� brochure see 
your John Deere dealer. 

Our wide range of accessories � such as an adaptor for your 
GPS receiver or a convenient monitor holder � help you to 
see more, feel better, stay safer and make short work of a 
long day.



30 8R Series Tractors: SpeciÞ cations

8245R 8270R 8295R 8320R 8345R 8295RT 8320RT 8345RT
ENGINE PERFORMANCE
Rated Power (97/68 EC)  without IPM, kW (hp) 180 (245)  199 (270)  217 (295) 235 (320) 254 (345) 217 (295) 235 (320) 254 (345)
Maximum Power (97/68 EC) @1900 engine rpm without IPM,  kW (hp) 197 (268) 214 (291)  237 (322)  256 (347) 278 (378) 237 (322)  256 (347) 278 (378)
Rated Power (97/68 EC) with IPM, kW (hp) 206 (280)  224 (305)  243 (330)  261 (355) 280 (380) 243 (330)  261 (355) 280 (380)
Maximum Power (97/68 EC) @ 1900 engine rpm with IPM, kW (hp) 210 (285)  229 (312)  249 (339)  269 (366) 288 (392) 249 (339)  269 (366) 288 (392)
Maximum Torque @ 1500 engine rpm in Nm 1085 1199 1310 1419 1515 1310 1419 1515 
ENGINE SPECIFICATIONS 
Rated Speed, rpm 2100

PowerTech Plus, 6-cylinder, 4 valve, Stage III A Emissions CertiÞ ed 
Variable Geometry Turbocharger, intercooled and air to air aftercooled

9.0 liter, 118.4 mm x 136 mm
VariCool - variable speed cooling fan drive system

High Pressure CommonRail with full elec. injection management, elec. single injector control

Type 
Aspiration  
Displacement, bore and stroke
Cooling Fan Drive  
Fuel Injection System & Control
Fuel Tank Capacity in liters 681 681 681 681 681 758 758 758
TRANSMISSION OPTIONS  
AutoPowr InÞ nitely variable transmission with full electronic engine and transmission management AutoClutch, PowerZero, variable reverser ratio and FieldCruise
Speed range InÞ nite � 50 m/h to 42 km/h or 50 km/h InÞ nite � 50 m/h to 40 km/h 
Modes 4 modes - manual, PTO, heavy draft load control & light draft/transport economy
Automatic PowerShift 16F/5R full PowerShift speeds w/ fully autom. shifting & FieldCruise control � 16F/5R full PowerShift speeds w/ fully �
Speed range 8 Þ eld working speeds. 2 � 42 km/h forwards, � 8 Þ eld working speeds. 2 � 42 km/h forwards, �

1.8 � 16 km/h reverse 1.8 � 16 km/h reverse
Automatic shifting Shifting in relation to throttle position & load � Shifting in relation to throttle position & load �

for transport & Þ eld applications for transport & Þ eld applications
REAR-PTO
PTO Clutch Independent oil cooled multiple disc

Electro-Hydraulically engaged and braked. External fender mounted control switchesPTO engagement
Types 1000 rpm, 20 spline 45 mm shaft or 2-speed, dry change 1000 rpm and 540 rpm with 45 and 35 mm shafts

1000 @ 2000, 540 @ 1820 rpm
1000 rpm, 20 spline 45 mm

Engine speed at standard PTO speeds 1000 @ 2000 rpm
HYDRAULIC SYSTEM
Type PFC System (pressure & ß ow compensating) load sensing with dedicated axial piston type pump

167 or optional 227 
5

Neutal, raise, lower and ß oat. Adjustable ß ow with temperature compensation. 
Selectable detents. Load check valves and release assistors.

Maximum Flow liters/min
Maximum SCV�s  
Electro-hydraulic selective control valves

3-POINT HITCH � Rear  
Categories Cat 3N/3 with hook type draft link ends or optional Cat 4N/3 

with hook type draft link ends
Cat 4N/3 w/ hook

type draft link ends
Category 3N/3 or Category 3N/3 or Category 4N/3 w/hook

opt. Category 4N/3 opt. Category 4N/3 type draft link ends
Type Electro-hydraulic with full electronic lower link draft sensing. Hitch dampening.

External fender mounted control switches�
Maximum lift capacity at hooks, kg (kN) 10.788 (105.8) 10.788 (105.8) 10.788 (105.8) 11.762 (115.3) 11.762 (115.3) 12.700 (124.54) 12.700 (124.54) 12.610 (123.66)
OECD lift capacity at 610 mm, kg (kN) 7.665 (75.16) 7.665 (75.16) 7.665 (75.16) 8.436 (82.72) 8.436 (82.72) 8.436 (82.72) 8.436 (82.72) 8.754 (85.84)
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8245R 8270R 8295R 8320R 8345R 8295RT 8320RT 8345RT
FRONT HITCH � optional 
Independent Link Suspension Optional Optional Optional Standard Standard � � �
Design John Deere independent upper and lower arms with integrated centre and outer Þ nal drives.Electro-hydraulic integrated management � � �
Suspension System Hydro-pneumatic, permanently active, automatic levelling, automatic load compensation and draft active geometry for 3-point hitch implements � � �
Suspension range and cylinders ± 125 mm at each wheel, 2 double acting hydraulic cylinders with suspension and rebound damping � � �
Performance features Electro-hydraulic differential lock, dual wheel capable, integrated transmission lubrication oil 

and integral high capacity balanced steering cylinder
� � �

1300 Series mechanical front wheel drive Standard Standard Standard Optional � � � �
Design John Deere Mechanical Front Wheel Drive with Limited Slip Differential � � � �
1500 Series mechanical front wheel drive Optional Optional Optional Optional Optional � � �
Design John Deere Mechanical Front Wheel Drive with Electro-hydraulic differential lock, dual wheel capable � � �
STEERING AND BRAKES (Tracked models)
Steering system � � � � � Hydrostatic differential steering, Proportional and speed sensitive, 

Park lock, no-turn safety system
Control � � � � � Tiltable, telescopic steering column with memory
Braking system � � � � � Hydraulic multi disc oil cooled brakes, 
 Transmission Park lock and secondary brake
FRONT AXLE (Tracked models) 
Equipped with AirCushion Suspension System � � � � � Standard Standard Standard
REAR AXLE (Tracked models) 
Differential steer with inboard planetary � � � � � Standard Standard Standard
Undercarriage (Tracked models)
     Track Tension Force, kg � � � � � 14.515 14.515 14.515
     Mid roller diameter, mm � � � � � 426 426 426
     Front idler diameter, mm � � � � � 950 950 950
     Wheelbase, mm 2515 2515 2515
CAB
Type CommandView II Cab, with ComfortCommand Seat with adjustable right hand. CommandARM Armrest Controls with 

integrated CommandCenter Display. Optional Deluxe CommandView II Cab with ActiveSeat.
CommandARM Armrest Controls with integrated

Optional deluxe CommandView II Cab 
Sound reduction/level Passive noise reduction system, 73 dB(A) in-cab sound level
Air System Manual Temperature control located in cab roof.  Optional Automatic Temperature Control with controls located on CommandArm.
DIMENSIONS AND WEIGHTS
Width x Height x Length, m 2.48 x 3.06 x 5.59 2.48 x 3.06 x 5.59 2.48 x 3.06 x 5.59 2.48 x 3.06 x 5.59 2.48 x 3.06 x 5.59 2.67  x 3.32  x 5.89 2.67  x 3.32  x 5.89 2.67  x 3.32  x 5.89
With rear tyre size 620/70R42 620/70R42 620/70R42 620/70R42 620/70R42 � � �
With track size � � � � � 25" at narrowest tread spacing
Average Base Weight (less weights, with full fuel tank), kg � � � � � 15.631 15.631 15.631
   1300 MFWD Axle, kg 11.734 11.734 11.734 11.734 � � � �
   1500 MFWD Axle, kg 12.000 12.000 12.000 12.000 12.000 � � �
   Independent Link Suspension, kg 12.391 12.391 12.391 12.391 12.391 � � �
Wheelbase � � �
   1300 MFWD Axle, mm 3050 3050 3050 3050 � � � �
   1500 MFWD Axle & Independent Link Suspension, mm 3020 3020 3020 3020 3020 � � �
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This literature has been compiled for worldwide circulation. While general information, pictures and descriptions are provided, 
some illustrations and text may include Þ nance, credit, insurance, product options and accessories NOT AVAILABLE in all regions. 
PLEASE CONTACT YOUR LOCAL DEALER FOR DETAILS. John Deere reserves the right to change speciÞ cation and design of all 
products described in this literature without notice. 
�John Deere�s green and yellow colour scheme, the leaping deer symbol and JOHN DEERE are trademarks of Deere & Company.�

We do it all for you.
Providing solutions to your challenges! 
John Deere is committed to keeping you up 
and running. That�s why our products and 
technologies are quality-built, state-of-the-art 
and efÞ cient.

That�s why we�ve invested so much time in 
building an effective dealer network. Like a good 
neighbour, we�re there to help.

And, that�s why our dealer employees are John 
Deere trained. They know every nut and bolt on 
your equipment and they�re skilled at diagnosing 
any potential problems.

Count on John Deere for all your tractor needs. 
With nearly 170 years of experience in the 
farm equipment business, we can honestly say: 
reliability is our strength.
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